
Armação positiva das lajes do pavimento LAJE 01

escala 1:75
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25 N15 ø6.3 c/20  C=442

8 N15 ø6.3 c/20  C=442

18 N17 ø6.3 c/20  C=402

15 N9 ø5.0 c/20  C=442

16 N1 ø5.0 c/19  C=442

25 N9 ø6.3 c/19  C=442

25 N9 ø6.3 c/19  C=442

25 N15 ø6.3 c/20  C=442

27 N1 ø6.3 c/19  C=442

18 N4 ø5.0 c/19  C=334

17 N12 ø6.3 c/20  C=528

18 N6 ø5.0 c/19  C=349

35 N22 ø8.0 c/20  C=VAR

18 N4 ø5.0 c/19  C=334

18 N7 ø6.3 c/19  C=528

18 N6 ø5.0 c/19  C=349

25 N15 ø6.3 c/20  C=442

25 N9 ø6.3 c/20  C=442

25 N15 ø6.3 c/20  C=442

25 N15 ø6.3 c/20  C=442

25 N15 ø6.3 c/20  C=442

25 N15 ø6.3 c/20  C=442

25 N15 ø6.3 c/20  C=442

25 N15 ø6.3 c/20  C=442

18 N6 ø5.0 c/19  C=349

18 N6 ø5.0 c/19  C=349

L18

PESO TOTAL

CA50

CA60

1323.6

127.2

Vol. de concreto total (C-25) = 45.07 m³

Área de forma total = 450.75 m²


